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(57) ABSTRACT

A method for recognizing uncontrolled combustions in an
internal combustion engine which occur independently of the
ignition by a spark plug. The pressure oscillations in the
combustion chamber triggered by the combustion are
detected and evaluated. To allow identification at any time of
anuncontrolled combustion prior to ignition by the spark plug
and/or prior to the normal combustion initiation for a given
ignition point, the rotational speed of a crankshaft of the
internal combustion engine which is influenced by the pres-
sure oscillations, is evaluated.
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1
METHOD AND DEVICE FOR RECOGNIZING
UNCONTROLLED COMBUSTIONS IN AN
INTERNAL COMBUSTION ENGINE

FIELD OF THE INVENTION

The present invention relates to a method for recognizing
uncontrolled combustions in an internal combustion engine
which in particular occur independently of the ignition by a
spark plug, the pressure oscillations in the combustion cham-
ber triggered by the combustions being detected and evalu-
ated, and a device for carrying out the method.

BACKGROUND INFORMATION

In a gasoline engine, the vehicle is set in driving operation
and/or the driving operation is maintained as the result of
combustion of the supplied fuel-air mixture. The combustion
of the fuel-air mixture is initiated by the ignition spark of a
spark plug. As the flame front propagates in the combustion
chamber, the high pressures and temperatures result in auto-
ignitions in the end-gas zone. The combustion, which then
proceeds suddenly, causes a great pressure rise in the com-
bustion chamber of the gasoline engine which generates a
pressure wave that propagates and strikes the walls adjoining
the combustion chamber, where the high-frequency oscilla-
tions are converted into structure-borne noise. These oscilla-
tions are detected by knock sensors (structure-borne noise
sensors) and taken into account in controlling the gasoline
engine by knock control in order to prevent engine damage.
The gasoline engine is always operated at the knock limit in
an efficiency-optimized manner, thus avoiding damage to the
gasoline engine as a result of the knocking.

However, in addition to the described knocking combus-
tions, auto-ignitions occur as the result of hot spots in the
combustion chamber, oil droplets, or hot residual gas zones in
the fuel-air mixture. Such auto-ignitions may appear as pre-
ignitions before the ignition spark occurs, and as post-igni-
tions after the ignition spark occurs. The auto-ignitions are
characterized by combustion pressures having high pressure
amplitudes, which may very quickly result in engine damage.

European Patent No. EP 1 715 179 A2 describes determin-
ing premature combustions with the aid of the knock sensor.
However, since such auto-ignitions involve a knocking com-
bustion only to a limited degree due to high-frequency pres-
sure components, it is not possible to detect auto-ignitions,
which have predominantly low-frequency pressure patterns
which do not affect the structure-borne noise of the combus-
tion chamber walls, using knock sensors.

SUMMARY

An example method according to the present invention for
recognizing uncontrolled combustions in an internal combus-
tion engine, may have the advantage that auto-ignitions,
which are not triggered by an ignition spark of a spark plug
and which involve low-frequency pressure patterns option-
ally having high-frequency pressure components, may be
reliably detected at any time. In order to identify an uncon-
trolled combustion prior to the ignition by the spark plug
and/or prior to the normal combustion initiation, the rota-
tional speed of a crankshaft of the internal combustion engine
which is influenced by the pressure oscillations is evaluated
for a given ignition point, a knock sensor is not necessary for
the evaluation. The recognition of the uncontrolled combus-
tions is based solely on the evaluation of the rotational speed
characteristic of the crankshaft. Since the rotational speed of
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the crankshaft is measured for controlling and/or regulating
the engine, additional outlay of hardware for measuring the
rotational speed is dispensed with.

It is advantageous that the rotational speed of the crank-
shaft is determined, and, as a function of the measured rota-
tional speed, a parameter which characterizes the combustion
is ascertained and compared to a corresponding parameter
which has been determined during a controlled combustion
due to the ignition of a spark plug, and the presence of an
uncontrolled combustion is deduced if the parameter deviates
from the reference parameter. Such a procedure is usable in a
particularly advantageous manner for engine designs that are
characterized by a high power density, in particular as the
result of downsizing concepts. Since auto-ignitions cause a
shift in the pressure pattern in the combustion chamber due to
a change in the combustion pressure component, this may be
easily detected by evaluating the rotational speed signal of the
crankshaft.

In one example embodiment, the parameter which is a
function of the rotational speed is a gas torque which acts on
the crankshaft due to the pressure oscillations in the combus-
tion chamber as the result of the combustion. Since the force
acting on the connecting rod ofa piston of the gasoline engine
due to the pressure pattern changes the speed of the crank-
shaft, in the state of compression of a cylinder of the gasoline
engine this results in a decrease in the speed of the crankshatft,
while the speed of the crankshaft is increased during combus-
tion. Such speed changes, to which the gas torque contributes,
may be well represented based on the altered rotational speed
due to the speed change.

In one refinement, the parameter which is a function of the
rotational speed is a changed combustion position.

The determined gas torque and/or the determined combus-
tion position is/are advantageously compared to reference
values which have been ascertained during the controlled
combustion due to the ignition by the spark plug, it being
possible to take instantaneous manipulated variables and the
operating point of the internal combustion engine into
account in the comparison. By selecting the reference values
in each case in conjunction with the instantaneous state of the
internal combustion engine, the comparison to the parameters
deduced from the rotational speed is particularly reliable,
since the operating conditions of the internal combustion
engine which are instantaneously present at the point in time
that the parameters are determined are also taken into
account.

In one variant, the ignition angle, the load, and the rota-
tional speed are taken into account as instantaneous manipu-
lated variables in the comparison of the combustion position
brought about by the combustion to the combustion position
which results from the controlled combustion due to ignition
by the spark plug.

In one embodiment, the combustion position resulting
from the combustion is determined with the aid of at least one
characteristic map which includes the instantaneous manipu-
lated variables, and/or a physically based mathematical
model which contains the instantaneous manipulated vari-
ables. Before starting a measurement, characteristic maps
may be easily ascertained for all conceivable operating states
of' the internal combustion engine, thus ensuring rapid ascer-
tainment of the instantaneously resulting combustion posi-
tion in the comparison.

In one refinement, the gas torques, which occur on the
crankshaft due to the pressure oscillations in the combustion
chamber as a result of the combustion, are ascertained as
alternating torques. These alternating torques may be easily
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ascertained based on the variations in the rotational speed
over time, since they are caused by the deceleration or accel-
eration of the crankshaft.

The alternating torques are advantageously corrected with
regard to the oscillating masses and/or the variations in the
alternating torques over time and/or the sensor wheel errors.
The oscillating masses are formed primarily by the pistons of
the cylinders ofthe internal combustion engine, which for this
application adversely affect the variation in the alternating
torques over time, for which reason their components are
arithmetically eliminated from the alternating torques. A
more accurate result in determining uncontrolled combustion
is thus obtained.

In one variant, the variation in the alternating torques over
time for each cylinder in a suitable range is added to one final
integral value in each case in a suitable crankshaft window, on
the basis of which a cylinder-individual gas torque for each
cylinder of the internal combustion engine is deduced in each
case. Based on such a cylinder-individual gas torque, it may
be determined in which particular cylinder of the internal
combustion engine an uncontrolled combustion occurs, since
this integration is carried out separately for each cylinder.

Alternatively, the variation in an alternating torque over
time is divided into at least two ranges, a final integral value
being computed for each range, and each final integral value
being compared to a reference final integral value, or the final
integral values being compared to one another, and an uncon-
trolled combustion being deduced when a deviation occurs.
The two ranges are advantageously situated in such a way that
the integral value determined from the first range is sensitive
to combustion which is triggered by the ignition spark of the
spark plug, while the second range characterizes an integral
value which represents an abnormally early combustion posi-
tion. The ranges are a function at least of the operating point
of the engine and of the ignition angle.

In one example embodiment, for making a decision con-
cerning the presence of an uncontrolled combustion, refer-
ence values are used which are ascertained based on the
values of prior combustion positions. The engine-specific
predictions, which are represented by the reference values,
concerning the actual combustion positions during a con-
trolled combustion which are triggered by an ignition spark of
the spark plug are thus verified. In the comparison to the
rotational speed-dependent combustion position to be inves-
tigated, these reference values contribute to an increase in
accuracy in the ascertainment of an uncontrolled triggered
combustion.

In one example refinement, the rotational speed is evalu-
ated on the basis of tooth times of the sensor wheel which is
mounted on the crankshaft. Thus, standard methods for deter-
mining the rotational speed may be used in the example
method for ascertaining an uncontrolled combustion in a
gasoline engine. Alternatively, segments containing multiple
tooth times may be used.

Another example refinement of the present invention
relates to an example device for recognizing uncontrolled
combustions in an internal combustion engine which occur
independently of the ignition by a spark plug, the pressure
oscillations in the combustion chamber triggered by the com-
bustion being evaluated. To be able to reliably detect at any
time auto-ignitions which are not triggered by an ignition
spark of a spark plug, means are present which evaluate the
rotational speed of a crankshaft of the internal combustion
engine which is influenced by the pressure oscillations in
order to identify an uncontrolled combustion prior to the
ignition by the spark plug. Thus, a knock sensor for evaluating
the method according to the present invention is not neces-
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sary, since the recognition is based on the evaluation of the
rotational speed of the crankshaft, which as such is already
measured for other purposes of engine control and injection.
Combustions having low-frequency pressure patterns and
also possibly containing high-frequency pressure compo-
nents are detected with the aid of the means that are used.

The present invention allows numerous specific embodi-
ments. One of these is explained in greater detail with refer-
ence to the figures.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a device for determining an uncontrolled
combustion in a gasoline engine.

FIG. 2 shows a comparison of an uncontrolled combustion
to a normal combustion.

FIG. 3 shows a schematic illustration of a method for
ascertaining an uncontrolled combustion.

FIG. 4 shows one exemplary embodiment of an algorithm
for ascertaining an uncontrolled combustion.

Identical features are denoted by the same reference
numerals.

DETAILED DESCRIPTION OF EXAMPLE
EMBODIMENTS

FIG. 1 shows an example device for measuring a combus-
tion in a gasoline engine 1. In this example, gasoline engine 1
has four cylinders 2, 3, 4, 5 whose pistons, not illustrated in
greater detail, which move in cylinders 2, 3, 4, 5, are each
connected to crankshaft 10 via a connecting rod 6, 7, 8, 9,
respectively, and drive the crankshaft due to pressure changes
caused by the combustions. Cylinders 2, 3,4, 5 are connected
to an intake manifold 11, which s closed off with respect to an
air intake pipe 13 by a throttle valve 12. A nozzle 14 for
injecting fuel, thus forming a fuel-air mixture, protrudes into
air intake pipe 13. Alternatively, gasoline engine 1, in particu-
lar a downsizing engine, may be equipped with a direct injec-
tion system which injects the fuel separately for each cylinder
with the aid of an injector. In addition, a significant feature is
supercharging, which is generally carried out by a turbo-
charger, not illustrated in greater detail, but which may also be
a two-stage process.

A rotational speed sensor 15 is situated on crankshaft 10
which detects the rotational speed of crankshaft 10 and relays
same to a control unit 16 which classifies the combustions
based on the ascertained rotational speed. In addition, control
unit 16 is connected to throttle valve 12 and to fuel injection
nozzle 14.

When throttle valve 12 is open, the fuel-air mixture flows
into intake manifold 11 and thus into cylinders 2, 3,4, 5. A
spark triggered by a spark plug, not illustrated in greater
detail, triggers a combustion in cylinders 2, 3, 4, 5 in succes-
sion, causing a pressure rise in the cylinder which is trans-
mitted via the piston and connecting rod 6, 7, 8, 9 to crank-
shaft 10, setting the crankshaft in motion.

The pressure over the changing crankshaft angle which
results during such a normal controlled combustion is illus-
trated in FIG. 2, curve A.

In addition to the controlled combustions, combustions
occur which have a very early combustion initiation, or have
combustion positions which are present prior to the ignition
point of the spark plug. These combustions are referred to as
“superknocking.” Such superknocking is illustrated in curve
B of FIG. 2, from which it is apparent that, compared to
normal combustions, superknocking generates significantly
higher pressures, which are damaging to gasoline engine 1.
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Control unit 16 has an algorithm 17 for classifying the
combustions into normal combustions and superknocking, as
illustrated in FIG. 3. The algorithm uses rotational speed n of
crankshaft 10 as an input variable. The force which drives
crankshaft 10 changes, depending on the particular pressure
that acts on the piston and connecting rod 6, 7, 8, 9 of cylinder
2, 3, 4, 5, respectively. Crankshaft 10 is thus accelerated, or
the motion of crankshaft 10 is slowed. If cylinder 2 3, 4, 5 is
in a compression phase, i.e., the piston moves toward the top
dead center, the speed of crankshaft 10 is slowed. If cylinder
2, 3, 4, 5 is in the combustion phase, the piston moves away
from the top dead center due to the explosive combustion that
occurs, thus increasing the speed of crankshaft 10. Oscilla-
tions caused by oscillating masses are superimposed on rota-
tional speed n. To adjust the evaluation of the rotational speed
of crankshaft 10 in a targeted manner to the instantaneous
operating situation of the gasoline engine, ignition angle 8
and operating point C of gasoline engine 1 are taken into
account as operating parameters to allow a determination of
whether or not superknocking is present.

One exemplary embodiment of an algorithm for determin-
ing an uncontrolled combustion is explained with reference to
FIG. 4. Rotational speed n of crankshaft 10, which is ascer-
tained as a function of crank angle ¢ by rotational speed
sensor 15, is initially converted into an angular velocity in
block 100. The effects of the oscillating masses, which are
caused primarily by the pistons of cylinders 2, 3, 4, 5, are
compensated for in block 101. In addition, errors in the angu-
lar velocity which are caused by so-called tooth errors are
corrected in this block 101. Tooth errors result, for example,
from imprecise installation and manufacture of the sensor
wheel, and may be ascertained by conventional methods. This
results in a corrected angular velocity w,,,, which in block
102 is initially differentiated according to crankshaft angle ¢
and then multiplied by the overall rotational moment of iner-
tia of crankshaft 10. This results in a variation in gas torque
over time T(¢) of the operation of gasoline engine 1 during
combustion.

At the same time, a thrust gas torque Tthrust(¢) is deter-
mined in block 103 based on a measurement of charge pres-
sure p22 and of ambient pressure p0, as well as instantaneous
crankshaft angle ¢, the changes in the environmental param-
eters such as the engine temperature and/or cooling water
temperature also being taken into account by corrections.

Thrust gas torque Tthrust(¢) is subtracted from variation in
gas torque over time T(¢), resulting in variation in gas torque
of combustion over time Tdiff (¢). The effects of the dragged
operation and of the charge pressure are taken into account.
The cylinder-individual features are obtained after filtering in
block 104. Combustion position POS is computed as the first
feature in block 105, while an average induced gas torque
Tind is determined in block 106. The filtered difference in
variation in gas torque over time Tdiff (¢) is integrated over
the angular range of ¢1 to ¢2 of crankshaft angle ¢.

Combustion position POS is subsequently compared to a
reference value PosRef, which is ascertained in block 107
from a characteristic map in which the combustion position of
the normal combustions, i.e., combustions which have been
triggered by the ignition spark of a spark plug, is stored as a
function of rotational speed n and overall fuel quantity q.

In addition, ascertained average induced gas torque Tind is
compared to a reference value TindRef, which likewise is
stored in a characteristic curve as a function of rotational
speed n of crankshaft 10 and of fuel quantity q (block 108). If
differences, either for combustion position POS or average
induced gas torque Tind or for both, occur with respect to the
particular determined reference value PosRef or TindRef,
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6

control unit 16 recognizes superknocking, i.e., a combustion
having a combustion position that is too early, in result E of
the comparison.

What is claimed is:

1. A method for recognizing an uncontrolled combustion in
aninternal combustion engine which occurs independently of
an ignition by a spark plug, the uncontrolled combustion
occurring at least one of prior to ignition by the spark plug and
prior to a normal combustion initiation for a given ignition
point, the method comprising:

determining a rotational speed of a crankshaft of the inter-

nal combustion engine, which is influenced by pressure
oscillations in a combustion chamber triggered by the
combustion;

as a function of the determined rotational speed, ascertain-

ing a parameter which characterizes the combustion,
wherein the parameter is of gas torques in which a varia-
tion over time is divided into at least two ranges;
computing a final integral value for each range;
comparing at least one of:
each of the final integral values to a reference final inte-
gral value, which has been determined during a con-
trolled combustion due to the ignition of the spark
plug;
both of the final integral values to each other; and
a difference between the final integral values to a refer-
ence comparative value; and
deducing a presence of the uncontrolled combustion in
response to a determination of a deviation in the com-
paring step.

2. The method as recited in claim 1, wherein at least one of
an instantaneous manipulated variable and an operating point
of'the internal combustion engine is taken into account in the
comparison.

3. The method as recited in claim 2, wherein a combustion
position is used as a further parameter for comparison to a
corresponding reference parameter.

4. The method as recited in claim 3, wherein the reference
value to which the determined combustion position is com-
pared is ascertained during the controlled combustion due to
the ignition by the spark plug.

5. The method as recited in claim 4, wherein an ignition
angle, a load, and a rotational speed are taken into account as
instantaneous manipulated variables in the comparison of the
combustion position brought about by the combustion to the
combustion position which results from the controlled com-
bustion due to ignition by the spark plug.

6. The method as recited in claim 5, wherein the combus-
tion position resulting from the combustion is determined
with the aid of at least one characteristic map which includes
at least one of the instantaneous manipulated variables and a
physically based mathematical model which contains the
instantaneous manipulated variables.

7. The method as recited in claim 1, wherein the alternating
torques are corrected with regard to at least one of oscillating
masses, variations in the alternating torques over time, and
sensor wheel errors.

8. The method as recited in claim 7, wherein the variation
in the alternating torques over time for each cylinder is added
to one final integral value in each case, on the basis of which
a cylinder-individual gas torque is deduced for each cylinder
of the internal combustion engine.

9. The method as recited in claim 1, wherein the gas torques
act on the crankshaft due to the pressure oscillations in the
combustion chamber as a result of the combustion.
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10. The method as recited in claim 1, wherein the compari-
son is of the final integral values to the reference final integral
value.

11. The method as recited in claim 1, wherein the at least
two ranges are a function of at least one of an ignition angle
and an operating point of the internal combustion engine.

12. The method as recited in claim 1, wherein reference
values ascertained based on values of prior combustion posi-
tions are used for the comparison.

13. The method as recited in claim 1, wherein the rotational
speed is evaluated on the basis of tooth times of a sensor
wheel which is mounted on the crankshaft.

14. The method as recited in claim 1, wherein the first range
is sensitive to the controlled combustion which is triggered by
the ignition of the spark plug and the second range character-
izes an integral value which represents an abnormally early
combustion position.

15. The method as recited in claim 1, wherein the first range
is sensitive to the controlled combustion which is triggered by
the ignition of the spark plug and the second range character-
izes an integral value which represents an abnormally early
combustion position.

16. A device for recognizing an uncontrolled combustion
in an internal combustion engine which occurs independently
of an ignition by a spark plug, the uncontrolled combustion
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occurring at least one of prior to ignition by the spark plug and
prior to a normal combustion initiation for a given ignition
point, the device comprising:
a control unit configured to:
determine a rotational speed of a crankshaft of the inter-
nal combustion engine, which is influenced by pres-
sure oscillations in a combustion chamber triggered
by the combustion;
as a function of the determined rotational speed, ascer-
tain a parameter which characterizes the combustion,
wherein the parameter is of gas torques that are ascer-
tained as alternating torques in which a variation over
time is divided into at least two ranges;
compute a final integral value for each range;
compare at least one of:
each of the final integral values to a reference final
integral value, which has been determined during a
controlled combustion due to the ignition of the
spark plug;
both of the final integral values to each other; and
a difference between the final integral values to a
reference comparative value, which has been deter-
mined during the controlled combustion; and
deduce a presence of the uncontrolled combustion in
response to a determination of a deviation in the com-
parison step.



